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Art. 136 - Installation instructions

Art. 136  Speaker unit for audio door entry systems "4+1" and video 
door entry systems
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DESCRIPTION
The Art. 136 speaker unit is an intelligent device with a built-in microprocessor to control the functions of a system.
This speaker unit offers ease of installation (on audio door entry systems with multiple entrances there are no audio entrance 
Art. 502N switchers required) and assists the user by providing visual and acoustic reassurance signals during the process of a call 
(call, conversation, door open etc).
The enclosed speaker unit circuitry includes:
a. The microprocessor for controlling all functions;
b. The transmitting amplifier with condenser microphone and volume control;
c. The receiving amplifier and volume control;
d. 3 LEDs for Speak, Busy and Door Open visual indication;
e. The dry contact lock release relay to enable the electric lock or gate;
f. The modulated tone generator for calling apartments;
g. One 4 way DIP-SWITCH and a jumper to program the unit.

SPEAKER UNIT PROGRAMMING
The dip-switch and the jumper are accessible from the back of the module allowing the setup of the following parameters:
DIP-SWITCH 4 WAY
• The conversation time 1 or 2 minutes (switch 1);
• The door opening time 2,4,8 or 20seconds (switches 2,3);
• The recall on handset pick-up i.e. Speech live when a handset is lifted, no call required. (switch 4);
JUMPER
• Reassurance tone High, Low or off.

ENG
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4 WAY DIP-SWITCH
Switch Status Operation

1
OFF 2 minutes
ON 1 minute

2, 3

OFF OFF 2 seconds
OFF ON 4 seconds
ON OFF 8 seconds
ON ON 20 seconds

4
OFF System recall disabled
ON *System recall by handset pick-up

* The system recall by handset pick up can be enabled only 
on one entrance audio door entry systems.

JUMPER (REASSURANCE TONE)
Position Operation
High Reassurance tone enabled with high volume
Low Reassurance tone enabled with low volume
No jumper Reassurance tone disabled

Note: If the reassurance tone is enabled, the door opening is 
also confirmed by a tone.

FRONT LEDS – SIGNALLING DESCRIPTION
LED Description
Yellow Illuminates during the conversation
Red Illuminates to advise that the call is not allowed 

beacuse another door panel is in conversation in 
the system

Green Illuminates when the door opens for the dura-
tion of the door opening time

CONNECTION TERMINALS
Terminal Signal description

1 Speech line input toward the speaker
2 Speech line output from the microphone
+ +12Vdc input
– 0V (Ground)
5 Switched 0V from phone to trigger door release relay
T Electronic call tone output to common side of call button
– 0V for use with push to exit input (PTE)

PTE Switched 0V input from push to exit button to trigger door release relay
C Common connection of dry contact relay

3 Amp AC/DC
24V maxNC Normally closed connection of dry contact rela

NO Normally open connection of dry contact relay
D+ External link to door open (+12V side) LED.
D– External link to door open (0V side) LED.

BSY Busy signal for use with multiple door systems (Normally high, 12V. Low when busy 0V)
SL Switched 0V output. (0V throughout a call, open collector in standby)
F1 Switched 0V output to switch on camera or. (0V throughout a call, open collector in standby)

TECHNICAL SPECIFICATION
Power Supply: 12Vdc
Power consumption:  Stand-by: 25mA 
 During a call: 150mA
 During a conversation: 70mA
Working Temperature: -10 +50 °C

Art. 136  Speaker unit for audio door entry systems "4+1" and video door entry systems
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Art. 136  Speaker unit for audio door entry systems "4+1" and video door entry systems
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Art. 136  Speaker unit for audio door entry systems "4+1" and video door entry systems
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Art. 136  Speaker unit for audio door entry systems "4+1" and video door entry systems

ART.893N1

0

Art.3312
3412

S1

S2

ON

VIDEX

Art.3312
3412

S1

S2

ON

VIDEX

12V

SE

+0

+12

230 V
ac

Push to
Exit

Art.3618

Art.3612

4321

ONH

L

VR4KAM-0

VX136

VR4KBM-4

Coax

NC

SL

ON

A
rt.

VR
4K

C
M

C
-N

Videx Electronics S.p.A.
Via del Lavoro, 1 - 63846 Monte Giberto (FM)
Phone: +39 0734 631669 - Fax +39 0734 631669
www.videx.it - info@videx.it

Autore:

Data modifica:

Data creazione:Title:

Notes:

Titolo:

Note: Cod.File:

Foglio

/ 11

Marco Rongoni

vr4kvd001a_a.dwg

14/09/2016

14/09/2016



66250600-EN - V3.0 - 15/09/16
6

4000 Series Vandal Resistant Line

Art. 136 - Installation instructions

Art. 136  Speaker unit for audio door entry systems "4+1" and video door entry systems
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Notes



MANUFACTURER
VIDEX ELECTRONICS S.P.A.
Via del Lavoro, 1 - 63846 Monte Giberto (FM) Italy
Tel (+39) 0734 631669 - Fax (+39) 0734 632475
www.videx.it - info@videx.it

CUSTOMER SUPPORT
All Countries:
VIDEX ELECTRONICS S.P.A.
www.videx.it - technical@videx.it
Tel: +39 0734-631669 - Fax: +39 0734-632475

UK Customers:
VIDEX SECURITY LTD
www.videx-security.com
Tech Line: 0191 224 3174 - Fax: 0191 224 1559 

The product is CE marked demonstrating its conformity and is for distribution 
within all member states of the EU with no restrictions. This product follows 
the provisions of the European Directives 2014/30/EU (EMC); 2014/35/EU 
(LVD); 2011/65/EU (RoHS): CE marking 93/68/EEC.

Main UK office:
VIDEX SECURITY LTD
1 Osprey Trinity Park
Trinity Way
LONDON E4 8TD
Phone: (+44) 0870 300 1240
Fax: (+44) 020 8523 5825
www.videx-security.com
marketing@videx-security.com

Northern UK office:
VIDEX SECURITY LTD
Unit 4-7
Chillingham Industrial Estate
Chapman Street
NEWCASTLE UPON TYNE - NE6 2XX
Tech Line: (+44) 0191 224 3174
Phone: (+44) 0870 300 1240
Fax: (+44) 0191 224 1559

Greece office:
VIDEX HELLAS Electronics
48 Filolaou Str.
11633 ATHENS
Phone: (+30) 210 7521028 
  (+30) 210 7521998
 Fax: (+30) 210 7560712
www.videx.gr
videx@videx.gr

Danish office:
VIDEX DANMARK
Hammershusgade 15
DK-2100 COPENHAGEN
Phone: (+45) 39 29 80 00
Fax: (+45) 39 27 77 75
www.videx.dk
videx@videx.dk

Benelux office:
NESTOR COMPANY NV
E3 laan, 93
B-9800 Deinze
Phone: (+32) 9 380 40 20
Fax: (+32) 9 380 40 25
www.videx.be
info@videx.be

Dutch office:
NESTOR COMPANY BV
Business Center Twente (BCT)
Grotestraat, 64
NL-7622 GM Borne
www.videxintercom.nl
info@videxintercom.nl


