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VERTICAL INSTALLATION 

HORIZONTAL INSTALLATION 

EELLEECCTTRRIICC  LLOOCCKKSS  WWIITTHH  RROOTTAATTIINNGG  DDEEAADDBBOOLLTT          
  “V83” WITH SECURITY FUNCTION   
• Single version  

 

• The V83 is supplied with security function, the lock opens 
only when electric impulse and manual or automatic pressure 
are applied simultaneously. It is therefore not suitable for use 
with a doorcloser 

 

• It is available with the round cylinder (supplied with the lock)or 
suitable for European profile double or half cylinders (not 
supplied with the lock) 

 

ITEM No. Backset 
mm. 

 
E 

Case  
Dimensions 

mm. 
A x B 

Internal  
Cylinder 
 (fixed) 

Item No. 

External 
Cylinder 
 (fixed) 

Item No. 

Unit 
Weight 

 
g 

7912 50  124 x 100 791 794 1655 

7913 60 124 x 100 791 794 1655 

7914 70 124 x 100 791 794 1655 

V83 FOR EUROPEAN PROFILE CYLINDERS 

ITEM No. Backset 
mm. 

 
E 

Case  
Dimensions 

mm. 
A x B 

Unit 
Weight 

 
g 

7917 70  124 x 100 1435 

V83 WITH ROUND CYLINDER 

Item  7917 

Items 7912/13/14 SUPPLIED WITH:  - Striker for horizontal installation   
                          Item 2.0.7912.117.00.217 
                          For the vertical installation, ask for the                         
                          floor striker  Item 9986 instead of the standard one 
                                
                             
 
ON REQUEST:    -  For Horizontal installation 
                          Galvanized roof-plate  Item  9990  
                          Striker plate                 Item 2.0.7912.219.00.000 
                       -  For vertical installation:      
                          Galvanized roof-plate  Item 9989 
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EELLEECCTTRRIICC LLOOCCKKSS WWIITTHH RROOTTAATTIINNGG  DDEEAADDBBOOLLTT  
 “V90” WITH SERVICE FUNCTION 

 

ITEM No. 
Unit  

Weight 
g 

For HORIZONTAL installation 7928 2350 

For VERTICAL installation 7928.404 2255 

Item 7927 

Items 7922/23/24 

• Single Version 
 

• The V90 has a service function: the lock opens with the electric impulse and 
only resets once the gate has been opened and then closed. It is therefore 
suitable for use with doorclosers and/or automation systems 

 

• It is available with the round cylinder (supplied with the lock)or suitable for 
European profile double or half cylinders (not supplied with the lock) 

ITEM No. Backset
mm. 

 
E 

Case  
Dimensions 

mm. 
A x B 

Internal
cylinder 
(fixed) 

Item No. 

External 
cylinder 
(fixed) 

Item No. 

Unit  
Weight 

  
g 

7922 50  124 x 100 791 794 1665 

7923 60 124 x 100 791 794 1665 

7924 70 124 x 100 791 794 1665 
 

V90 WITH ROUND CYLINDER 

ITEM No. Backset
mm. 

 
E 

Case  
Dimensions

mm. 
A x B 

Unit 
Weight

 
g 

7927 70  124 x 100 1425 
 

V90 FOR EUROPEAN PROFILE CYLINDERS

VERTICAL INSTALLATION HORIZONTAL INSTALLATION  

SUPPLIED WITH:  - For Horizontal installation:  
                         Galvanized roof-plate  Item  9990  
                         Striker                         Item  2.0.7928.117.00.217 
                         Stiker Plate                 Item  2.0.7912.219.00.000 
                         - For vertical installation:       
                         Galvanized roof-plate  Item  9989 
                         Floor striker                 Item  9986 

SUPPLIED WITH:  - Striker for horizontal installation   
                          Item 2.0.7912.117.00.217 
                          For the vertical installation, ask for the                         
                          floor striker Item 9986 instead of the standard one 
                                
                             
ON REQUEST:    -  For Horizontal installation 
                          Galvanized roof-plate  Item  9990  
                          Striker plate                 Item 2.0.7912.219.00.000 
                       -  For vertical installation:      
                          Galvanized roof-plate  Item 9989 

“V90” ESPECIALLY CREATED FOR AUTOMATIC GATES OPENING OUTWARDS, THANKS TO THE SPECIFIC                
               ROTATING DEADBOLT AND STRIKER  

VERTICAL INSTALLATION 

HORIZONTAL INSTALLATION 

V90 FOR OPENING OUTWARDS  
AND EUROPEAN PROFILE CYLINDERS 


