
AUDIO & VIDEO ENTRY/ CDV47DX - Additional monitor, WIFI

Product description

Datasheet
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Key features

The CDV47DX is a 2-wire, 7-inch digital 
colour, TFT monitor with touch screen 
and picture/video memory. 

The CDV47DX is the latest CDV47 version, 
now including WIFI connection and a new 
& free mobile app allowing users to control 
access from their phone by receiving calls 
or remotely releasing multiple locks.

The 2EASY system from CDVI offers 
convenient and high quality video entry. 
The 2-wire, non polarised, enables easy 
installation

• Slim 7” TFT-digital monitor

• Touch screen technoogy

• WIFI connection and mobile app

• Call recording management

• Built-in picture/ video memory
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226 mm

136 m
m

18 mm

Monitor screen: 7 inch digital colour TFT
Video signal: 1 Vp-p, 75Ω, CCIR standard

   Display resolutions: 
 800*3 (R, G, B) x 480 pixels

 

Product Information

Number of relay circuits: 2 (the second 
 lock output requires CDV-RLC)

 

Output Specifications

Power input: 12/24Vdc
Power supply: 20 to 28 Vdc for indoor monitor

   Power consumption: 
 Standby: 0.3W
 Working: 7W
   Wiring: 2 wires, non-polarised

Electrical Specifications

Download the App 
today!


